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Inserts
Dodge inserts for plastics are the most widely recognized and highly regarded
products in the fastening market. Since the 1950’s, Dodge has been identified
as the leader in its industry which can largely be attributed to its focus on
providing high quality products.

Plastic Parts,Metal Threads

Threaded Inserts
Dodge inserts are designed to provide the high performance strength valuesof molded-in
inserts while retaining all of the economical advantagesof insert installation after molding.

Compression Limiters
Dodge non-threaded bushings expand the Dodge offering and are custom designed for your
specific application. TheLimiters can be pressedin or installed with either heat or ultrasonics.
Theyare designed to minimize any cracking of plastic parts due to bolt load.

Engineering
Dodge SalesEngineers have broad experience in insert technology and are available
to provide answers to any of your technical questions.Our highly trained Applications
Engineering staff in Danbury, Connecticut will be glad to furnish technical assistance,compile
test data, prepare samples for your evaluation and make specific recommendations on insert
designs, installations and assembly systems.Our fastening experience and expertise is available
for designing special inserts for unique or critical applications.

Quality
Dodge products are manufactured to the same exacting quality systemsrequired by the
military, aerospaceand automotive standards.TheDanbury manufacturing facility has been
certified ISO/TS16949: 2009 and ISO14001. We are committed to an ongoing and never
ending processof quality improvement and total customer satisfaction.
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Design Guidelines

1. PlasticOverview

The two main categories of plastics where threaded inserts
are used:

a. Thermoset Plastics
Thermoset plastics cannot be re-melted using heat or pressure
once they are formed into their desired shape,Theseplastics tend
to be hard and brittle. Since they will not re-melt, inserts installed
by heat or ultrasonic can’t be used in these materials.
Recommended insert types include:
» Self-Threading » Expansion » Press-In designs

Thermoset Types
» Phenolic » Epoxies » Vulcanized rubber » Polyamide

b. Thermoplastics
Thermoplastic materials can be re-melted and re-formed once
formed into their desired shape.

Heat and Ultrasonically installed inserts perform best in
thermoplastic types of materials however Self-Threading, Expansion
and Press-in style inserts may also be utilized in these materials.

Thermoplastics Types
» ABS » PVC » Polycarbonate » Nylon

Fills (Additives)
Thermoplasticmaterials may be unfilled or may have a wide variety
of fillers added to them to increase the stiffness or toughness
properties of the material for specific applications. Thesefillers
may include nylon or carbon fiber, mineral or even metal.

2. Insert Characteristics
Dodge Inserts for Plasticsare designed to provide the strength necessary
to allow bolts and screwsto be tightened to the levels required to stretch
the fastener and maintain a sufficient bolted joint assembly.

Theinsert must alsoprovide resistanceto rotation and pull-out under
a wide variety of load and atmospheric conditions in a given assembly.

Theoptimum insert design depends on several factors including:
» Plastic resin
» Typeand percentage of fill
» Preferred insert installation method
» Application strength requirements
» Environmental concerns

3. Material And Plating
Material
Dodge inserts are traditionally made from 360 brasswhich falls
under the designation UNSC36000 ½ hard free-cutting brass.
TheCDA specification is C360, ½ hard per ASTMB-16.

Dodge inserts are also available in alternate materials including
Steel and Aluminum. Contact Applications Engineering for further
information.

Plating
Inserts and Compression
Limiters may be processedwith
a variety of finishes from nickel
plates and automotive finishes
to colored dyesto distinguish
insert types or installations.
Pleaseconsult our Applications Engineering team for assistancewith
your requirements.

4. Insert Geometry
a. Undercuts
To accommodate the best overall balance of rotational and pull-out
strength of an insert, the knurl bands are combined with undercuts,
fins or a combination of both.

b. Knurl Patterns
Themost common design methods used to increase rotational
strength of an insert include increasing body diameter or increasing or
changing the knurl pattern on a given insert design. Therotational
resistance of an insert design can change dramatically by altering
the coarsenessor fineness of a knurl.

Coarserknurl patterns can provide a significant increase in rotational
strength but can also induce significant stressinto the insert/plastic
assemblywhich could ultimately lead to cracking and premature failure.

Diamond Helical Straight

» Diamond Knurls
Generally the most effective when the insert design is large
and the knurl is coarser.

» Helical Knurls
While normally not as aggressiveas a straight knurl, they
are the more common solution. Theseknurls will provide
adequate resistanceto insert rotation.
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» Straight Knurls
Effective in applications focused on high rotational strength.

» Multiple Knurls
It is common practice to utilize more than one knurl style
and direction on the samepart to reach the most optimum
combination of rotational and torque resistance.

c. Tapers
To eliminate installation issues,many inserts are designed to
be installed into a tapered hole. Thisallows for the insert to
“self-align” during installation and requires lessheat energy
as the mass of plastic resin that is required to melt is lessthan
with other hole designs.A tapered insert must always be
used in a tapered hole.

d. Flanges
In certain applications, it is advantageous to have a large
bearing surface to distribute the load applied when fastening
mating parts.A large flange not only increasesthe bearing
surfacebut also allows for adjustment of the mating part
without a negative effect on insert strength.

e. Custom Capabilities
Dodge Threaded Inserts can also be custom designed for specific
applications. Examplesinclude undercut configurations, closed ends,
platings, flange modifications, etc. Contact your SalesEngineer
or Applications Engineering at (866) 364-2781 for assistance.

5. Best Practices
a. Hole Preparation Considerations

EachStyleof insert listed throughout the catalogue features
the recommended hole preparation dimensions.

» Hole PreparationMethod – Molded holes are the preferred
method of hole preparation. A barrier of densermaterial is
formed around the internal surface of the hole resulting in a
stronger assembly.

» RecommendedHole Diameter – Proper hole preparation
is crucial in obtaining maximum strength results. Oversize
holes will result in a degradation of strength and undersize
holes can potentially result in the cracking of the parent
material. Deviations from the recommendations may prove
necessarydependent upon plastic / fill combinations. The
general rule of thumb is to increase the hole diameter by
0.003 inch if the fill is between15% and 35%.

Straight vs.Tapered Holes - Straight hole preparation
allows for a taper that should not exceeda 1 degree included
angle. Tapered holes require an 8 degree included angle.
Tapering permits easy release of the core pin, aids in insert
alignment, which in turn reducesinstallation time.

» Counterbores– Traditionally are not
recommended as they may interfere with
proper insert alignment. Self threading
inserts, or flanged inserts which should be
installed flush, are the exception to the rule.

» RecommendedHole Depth - Allows for proper insert
set down (flush to 0.005 inch below the surface),prevents
excessiveflash, and prevents back filling of plastic from
entering bottom threads.

» Flanges
In some applications, a large flange insert is installed from
the opposite end of the part and when the screw or bolt is
assembled,the tensile load is applied to the flange, increasing
resistanceto pull-out.

Typical Flange Installation Optional Flange Installation

b. BossDiameter/Wall Recommendations
Traditionally a bossdiameter is two times the insert diameter for
inserts ¼” and under, 3mm wall thickness applies for all inserts
that are larger. Exceptions include applications incorporating
supported bosses,reinforced materials, and heat installation.
Specialconsideration should be given to cold press installations
where stresswill be increasedand will require larger bossdiameters.

c. AssemblyGuidelines For Mating Parts
ClearanceHoles – It is important that the insert bear the load and
not the plastic to avoid jacking the insert out. Themating component hole
should be smaller than the face of the insert yet allow the connecting
threaded fastener ample space to function normally.

Correct Incorrect

Design Guidelines
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d. Compression Limiters Considerations

Strength – Thehead of the bolt being used in the assembly
must seat against the compressionlimiter to avoid potential
failure due to plastic creep.

Mating Components– Themating component must also
withstand the stress generated by the clamping force. In
instanceswhere the mating component will also be plastic,
the use of a secondary insert should be considered.

Typesof Applications

Structural
» Insert is equal to or larger than the flange
» Provideshigher axial strength
» Failuremode is the bolt

Non-Structural
» Insert is smaller than the flange
» Has simple OD configuration
» Applies to smaller inserts under ½” OD

Structural Non-Structural

Note: Gap allows for a gasket, (e.g., manifold applications)

6. Methods Of Installation
Dodge Insertsare designed for post mold and molded-in installations.

Postmolding is cost effective in that it generally shortens cycletime
of the molding process,reduces rejects and damage from inserts
that could potentially come loose and damage the mold.
Molded-In inserts offer higher torque and pull-out resistance.

SeveralDodge insert designs are available for Post-Molding
using Ultrasonic installation or Heat installation.

a. Heat Installation
Heat installation involves positioning the insert into the molded or
drilled hole. A heated tip is then inserted into the inside diameter of
the threaded insert.

Localizedmelting begins to take place and with the downward
pressure,the insert begins to install. Plastic flows into the varying
undercuts and knurls.

Benefits of thermal installation include:
» installation of multiple inserts at a given time
» ability to install inserts beyond ¼”
» superior strength assemblies

b. Ultrasonic Installation
Ultrasonic Installation involves positioning the insert into a molded
or drilled hole.

An ultrasonic horn then contacts the insert and begins to vibrate
the insert. Thisvibration creates frictional heat which melts
the plastic allowing the horn to lower the insert into position.
Once installed to the appropriate depth, the cycleis repeated for
the next insert.

c. Self -Tapping/Self Threading, Spred-Lok,
ExpansionInserts and Mold-In

Designed for ease of installation. Primarily involves preparing straight
holes and driving the insert into place, pressing the insert into place,
or pressingand then expanding the insert into place.Minimal tooling
is required.

c1. Self Tapping
Economical and easy to install. Provides excellent pull out
resistance. Insert design features a cutting edge slot which
assistsin installation.

Design Guidelines

Gap
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c2. Spred-Lok Inserts
Economicaland easyto install. Designed for non-critical applications.
Insert is pressedinto a straight prepared hole, expansion of the insert
is accomplishedthrough the installation of the mating fastener.Mating
bolt should be long enough to extend at least two full threads beyond
the insert length to ensure insert retention.

c3. Expansion Inserts

» Standard Expansion
Economical and easy to install. Expansion inserts feature
a two piece design consisting of a threaded insert and a
captivated spreader plate. The insert is installed into a
blind, straight hole and the spreader plate is then depressed.
As the spreader plate is engaged, the knurled portion of the
insert expands,anchoring the insert into place.

» Clinch Expansion
Clinch inserts feature a pilot and a flange and have the same
design characteristics as Standard Expansion Inserts. The
inserts are used extensively in the electrical industry.
Thepilot can be clinched over a terminal connector with
the flange providing a large surface for electrical contact.
The installation and clinching operations are simultaneous
using a simple press-in type tool. Like the Flange Insert, much
of the installation force is absorbed by the flange allowing for
use in thin-section applications.

» Flange Expansion
TheFlange Insert, in addition to having all of the design
features of the Standard Insert, has a flange with a large
bearing surface.The flange can be used to make an
electrical contact or to fasten a terminal connector. Theflange
can also be used to join mating parts by inserting the body of
the insert through the mating part and into the receiving hole
in the parent material. The insert is excellent for use in thin
section applications since the flange absorbsmuch of the
installation force.

c4. Mold In Inserts
While the trend is to install inserts into Thermoplasticsby post
mold, somehighly filled plastics (above 35% fill) will benefit from
a mold-in insert design. TheDodge Ultramold insert is a unique
two-piece insert providing full thread to the bottom of the insert.
Thisdesign also features a controlled minor diameter and
innovative counterbore design to insure proper placement on
molding pins. This insert design provides optimum strength
in a space saving design.

» Ultra-Mold® Inserts
Theunique two-piece concept allows full and complete threads
throughout the entire length of the insert. Thissavesspace
and weight and reduces costs.Below is an image of a conventional
insert (on left) and the unique design of the Ultra-Mold (at right).

c5. Sealing Inserts
When an insert is heat or ultrasonically installed into a plastic
component, the difference in cooling rates of the metal and plastic
create a “stress relief zone” or microscopic void between the insert
external geometry and the plastic. While this is beneficial in reducing
the stressbetween the two materials, it can posechallenges to those
applications requiring a leak-proof interface between the insert and
the plastic.

Dodge hasaddressedthis situation with the Ultraseal® insert. The
Ultraseal utilizes an O-ring asan integral component of the insert design.
When heat installed into the proper geometry hole, the O-ring seals
against the plastic and provides a leak-proof assembly.

Expansion Insert
Prior to
Installation

Expansion
Insert
Installed

Design Guidelines
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Applications

Aircraft
Threaded Inserts for PlasticComponents
In the overhead aircraft interiors, brass inserts are used to strengthen and maintain joint
integrity in brittle and soft material extending servicelife and value.

Automotive
Air Intake Manifold
Using the TaperTuff® and Ultrasert® in the intake manifold allows the OEM to create strong
reusable threads that eliminated cracking from bolt load.

Automotive
Grab Handle
Using CompressionLimiters eliminates cracking of plastic sub-component automotive interior
parts due to bolt loading. TheDodge Compressionlimiter significantly reduces the warranty
and replacement costs.

Automotive
Sunroof Assembly
A key component in the sunroof sub assemblyis the power actuating motor. OEM’s rely on the
DodgeUltrasert® for mounting the motor to the frame for both stability and high quality.

Electronics
Cell Phone Housing Assembly
Dodge’s unique line of Miniature Insertsare used in the Smartphone industry to mate the two
plastic outer housings together, resulting in a structural assemblywith long servicelife.

Electronics
GPS Enclosure
GPSTracking and security devices require consistency and reliability. Manufacturers of GPS
assembliesturn to Ultrasert® for quality and reliable fastening every time.

Dodge Inserts and Compression Limiters are widely used in critical applications in the automotive, electronics,
medical, transportation and general industrial markets.
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Applications

Industrial Appliance
Fan Module
Manufacturers of fan modules around the world depend upon Dodge Ultrasert® brass inserts
for reliability and performance.

Industrial
Power Tool Housing
Power tool manufacturers count on the Dodge Ultrasert® to provide the superior joint strength,
vibration proof properties and high serviceability required of their products.

Industrial
Pump Housing
Multiple Ultrasert® inserts are used in pump assemblies to provide high shear, tensile and
torque necessaryto handle the load of the fluctuating stressesin the application.

Lawn and Garden
Engine and Component Assembly
In the high vibration world of lawn and garden equipment, the high strength characteristics
of the Ultrasert® inserts provide superior retention in brittle and soft materials when fastening
plastic components to the engine.

Medical
Medical Device Enclosure
TheDodge Ultrasert® line of threaded insertsare utilized to maintain joint integrity when
assembling critical component parts in many types of medical equipment.
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Dodge Capabilities

Tensile Strength
Axial force required to pull
the insert out of the parent
material at least 0.020
inches (0.5mm).

Rotational Torque
Rotational force required to
rotate the insert in the par-
ent material. Note that the
hardened steel spacer only
contacts the insert. It is a
good comparative measure
of the overall strength of
the assembly.

Jack-Out Torque
Rotational force required
to pull the insert out of the
parent material. Note that the
hardened steel spacer only
hits the parent material. This
will allow both rotational and
axial forces to be applied
simultaneously. Theultimate
test of assemblystrength.
Results may vary depending
on the type of bolt used.

Clampload Torque
Rotational force required to
rotate the insert in the parent
material. Note that the
hardened steel spacer contacts
both the parent material and
the insert. Mainly used
as a strength measure for
compression limiters.

Quality
» ISO/TS16949: 2009 certified
» Lot control ensuresproduct traceability
» Statistically controlled manufacturing processes
» PPAP,IMDS,Material Certifications

Sales& Applications Engineers
» Strategically located throughout North America
» Offer expertise in insert design, applications

engineering and current assembly technologies
» Offer cost effective fastening solutions; includes:

– Modifications to our standard products
– Custom solutions for your specific applications
– Conduct LineWalks,Value Analysis / Value Engineering

Product Development
» Our Technical Center offers review of your application,

product evaluation, analysis and recommendations to
help reduce your assembly costs

» Development support includes conceptual ideas,
preliminary designs and drawings

» Engineering prototypes and pre-production sampling
resources available

Technical Product Seminars
» Lunch and Learn Seminarsoffered to engineering,

manufacturing, purchasing and quality teams
» Instructors include representatives from our sales

engineering, applications engineering and/or
marketing teams

Testing Terminology

Note: Thetest data included in this catalogue should be considered asaverage values for the general families of plastics indicated.
Critical application requirements may necessitate further specific testing.
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Increasehole diameter

Increasehole depth

Increase bossdiameter

Decreasehole diameter

Verify plastic melt

Incorrect fixture design

Countersink/Counterbore hole

Increaseamplitude*

Increasepressure

Increaseweldtime

Decreasedownspeed

Increasehold time

Decreasepressure

Decreaseamplitude*

Decreaseweld time

Adjust welder stroke stop

Pre-trigger/Pre-heat

Tunepower supply

Tighten horn, booster,or transducer*

Usemorepowerful welder

Insufficient Insert
insert Insert Excessive Excessive Plastic rises above
strength not Excessive flash flash boss Welder Insert top surface Installation
(pull-out, completely installation on top under bulges or overloads damaged after top too
rotation) seated time surface insert cracks (cutsout)* (deformed) installation noisy

PROBLEM

Potential Solutions

Troubleshooting Guide

(*) Refersto Ultrasonic welder only.

If you need further assistance,please contact our Application Engineers,at which time, you will be asked to provide the following
information about your application.

» Company Name / Contact Name » Insert part number » Tooling information/Method of Installation
» Address / Tel. # / Fax# / EMail » Affected quantities » 25 suspect inserts
» Distributor or Salesrepresentative » Affected lot numbers » Sampleof application with
» Frequencyof failure » Hole sizes (tolerances) and without installed inserts
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Self Threading

INCH INSERTSPECIFICATIONS HOLE SIZERECOMMENDATIONS

Body Pilot Hole Hole Counterbore Minimum
Length Diameter Diameter Diameter Depth Diameter Depth Boss

Thread Part L A B C C D E F Diameter
Size Number ± .010 ± .006 ± .010 Thermoset Thermoplastic Ref. ± .001 Ref.

2-56 ST086-56 .187 .140 .122 .129/.127 .124/.127 .225 .141 .032 .280
4-40 ST112-40 .234 .171 .132 .156/.152 .149/.152 .281 .172 .042 .342
6-32 ST138-32 .281 .217 .170 .198/.194 .190/.194 .337 .219 .050 .434
8-32 ST164-32 .328 .248 .195 .230/.226 .222/.226 .394 .250 .050 .496

10-24 ST190-24 .375 .296 .232 .270/.264 .259/.264 .450 .270 .056 .592
10-32 ST190-32 .375 .296 .232 .270/.264 .259/.264 .450 .270 .056 .592
1/4-20 ST250-20 .484 .374 .302 .343/.336 .330/.336 .581 .375 .063 .748
1/4-28 ST250-28 .484 .374 .302 .343/.336 .330/.336 .581 .375 .063 .748

METRIC INSERTSPECIFICATIONS HOLE SIZE RECOMMENDATIONS

Body Pilot Hole Hole Counterbore Minimum
Length Diameter Diameter Diameter Depth Diameter Depth Boss

Thread Part L A B C C D E F Diameter
Size Number ± 0.25 ± 0.15 ± 0.25 Thermoset Thermoplastic Ref. ± 0.03 Ref.

M2x0.4 STM2x0.4 4.75 3.56 3.10 3.28/3.23 3.17/3.24 5.71 3.58 0.81 7.11
M2.2x0.45 STM2.2x0.45 4.75 3.56 3.10 3.28/3.23 3.17/3.24 5.71 3.58 0.81 7.11
M2.5x0.45 STM2.5x0.45 5.94 4.34 3.35 3.96/3.86 3.78/3.86 7.14 4.37 1.07 8.70
M3x0.5 STM3x0.5 7.14 5.51 4.32 5.03/4.93 4.83/4.93 8.56 5.56 1.27 11.02
M3.5x0.6 STM3.5x0.6 7.14 5.51 4.32 5.03/4.93 4.83/4.93 8.56 5.56 1.27 11.02
M4x0.7 STM4x0.7 8.33 6.30 4.95 5.84/5.74 5.63/5.74 10.01 6.35 1.27 12.60
M5x0.8 STM5x0.8 9.52 7.52 5.89 6.86/6.71 6.58/6.71 11.43 6.89 1.42 15.04
M6x1 STM6x1 12.29 9.50 7.67 8.71/8.53 8.38/8.58 14.76 9.53 1.60 19.00

A

L

B D

Min. BossDia
E
C

F

INCH SELFTHREADING TOOLING

Standard Extension Hand
Inch Size Inserting Tool Inserting Tool Inserting Tool

Part No. Part No. Part No.
2-56 5301-02 5301-02-15 5311-02
4-40 5301-04 5301-04-15 5311-04
6-32 5301-06 5301-06-15 5311-06
8-32 5301-2 5301-2-15 5311-2

10-24 5301-3 5301-3-15 5311-3
10-32 5302-3 5302-3-15 5312-3
1/4-20 5301-4 5301-4-15 5311-4
1/4-28 5302-4 5302-4-15 5312-4

METRIC SELFTHREADING TOOLING

Standard Extension Hand
Inch Size Inserting Tool Inserting Tool Inserting Tool

Part No. Part No. Part No.
M2x0.4 5370-2 5370-2-15 5380-2
M2.2x0.45 5370-2.2 5370-2.2-15 5380-2.2
M2.5x0.45 5370-2.5 5370-2.5-15 5380-2.5
M3x0.5 5370-3 5370-3-15 5380-3
M3.5x0.6 5370-3.5 5370-3.5-15 5380-3.5
M4x0.7 5370-4 5370-4-15 5380-4
M5x0.8 5370-5 5370-5-15 5380-5
M6x1 5370-6 5370-6-15 5380-6

Economical,easy to use insert for
adding a thread to a variety of plastics.

» Installs easily into thermoplastics
» Slots provide rapid cutting action
» Flanged style provides larger bearing surface

Self Threading Tooling
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STANLEYEngineered Fastening, a Stanley Black & Decker Inc. Company has
been revolutionizing fastening and assemblytechnologies for a variety of
industries for more than 40 years.

Formore information, pleasevisit our website
www.StanleyEngineeredFastening.com

Quick Links:

Our locations
http://www.stanleyengineeredfastening.com/contact/global-locations

RequestInformation
http://www.stanleyengineeredfastening.com/econtact/request-information

ResourceCenter
http://www.stanleyengineeredfastening.com/resource-center
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Dodge® isa registered trademark of Emhart, LLC. Ultrasert®, Ultraseal®, Ultra-Mold® and TaperTuff® are registered trademarksof Newfrey, LLC.
Viton® is a registered trademark of The Chemours Company FC,LLC.

Data shown issubject to change without prior notice asa result of continuousproduct development and improvement policy. The information in thiscatalog isnot
to be considered a specification. Your local STANLEYEngineeredFasteningrepresentative isat your disposalshould you need to confirm latest information.


